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Amendments to the Claims 

1. (Currently Amended) A disposable diaper which has a_substantially elongate 
configuration and comprises a main body having a pair of side edges, and the main body having 
liquid-permeable topsheet, a liquid-impermeable backsheet, a liquid-retentive absorbent member 
interposed between said topsheet and said backsheet and a pair of fastening tapes provided on 
respective side edges of said main body, 

a pair of longer side portions of said diaper each being provided with an upright cuff and 
said pair of longer side portions further containing leg elastic members , 

a waist opening portion and an under-waist portion being present in a portion of the 
diaper, with the under-waist portion having said fastening tapes directly attached thereto, 

wherein said under-waist portion extends outwardly from each longer side of the 
absorbent member and includes a plurality of elastic members fixed between a sheet forming an 
associated one of the upright cuffs and the liquid-impermeable backsheet, wherein said elastic 
members are in a stretched state so as to maintain contractability when the liquid-permeable top 
sheet or the liquid-impermeable backsheet or said sheet forming an associated one of the upright 
cuffs are expanded, 

the waist opening portion being provided with a continuous waist elastic member 
arranged in an extended state in a width direction of the diaper at least along a central extent of 
said waist portion and extending continuously above at least a portion of said under-waist portion 
elastic members, and the under-waist portion being positioned right below the waist opening 
portion and b e ing provid e d with a plurality of said under-waist elastic members oriented in the 
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width direction of the diaper, and which are separate from the continuous waist elastic member, 

f\ Y\t\ 
unu 

a pair of long e r sid e portions of said diap e r e ach b e ing provid e d with a sh ee t forming an 
upright cuff and said pair of long e r side portions furth e r containing l e g e lastic memb e rs, 

wherein the continuous waist elastic member and the plurality of under-waist elastic 
members do not touch each other, 

wh e r e in said und e r waist e lastic m e mb e rs ar e fix e dly dispos e d in at l e ast areas e xt e nding 
outwardly from e ach long e r sid e of th e absorb e nt m e mb e r in th e ir str e tch e d stat e , whil e 
th e liquid p e rm e abl e top sh ee t or th e liquid imp e rm e able backsh ee t or th e sh ee t forming on e of 
th e upright cuffs ar e e xpand e d in a plan e , so as to manif e st contractibility , 

wherein said under-waist elastic members are not disposed in at least a middle portion of 
said under-waist portion where a portion of said absorbent member exists, and said under-waist 
portion having said fastening tapes has a greater extension stress in a width direction of the 
diaper than said waist opening portion, 

wh e r e in s aid und e r waist e lastic m e mb e rs ar e fix e d b e twe e n a s h ee t forming an 
associated one of th e upright cuffs and th e liquid imp e rm e abl e backsh ee t, and 

wherein a portion of said diaper that is (i) at an opposite end of said diaper from said pair of 
fastening tapes provided on said respective side edges of said main body, and (ii) across a crotch 
portion of said diaper from said pair of fastening tapes provided on said respective side edges of said 
main body, contains a second waist opening portion being provided with a continuous waist elastic 
member arranged in an extended state in a width direction of the diaper, with no elastic members 
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linearly oriented in a width dir e ction b e ing arrang e d in a width dir e ction end to end perpendicular to 
the longitudinal centerline of said diaper in a portion of the diaper extending between said crotch 
portion and said second waist opening portion of said diaper. 

2. (Original) The disposable diaper according to claim 1, wherein said fastening tapes each 
have a fastening part which mechanically engages with a landing zone. 

3. (Cancelled). 

4. (Currently Amended) The disposable diaper according to claim 1, wherein each of 
said leg elastic members are disposed along an inwardly curved line, said under-waist elastic 
members are disposed in an area that is nearer to a middle of a width direction of said diaper [[,]] 
than respective ends of said pair of side portions with leg elastic members located in portions a 
portion of the diaper having said pair of fastening tapes provided on respective side edges of said 
main body. 

5. (Currently Amended) A disposable diaper which has a substantially elongate 
configuration having a first end portion at one end thereof, a second end portion at a second end 
thereof, and a crotch portion in between said first and second end portions, and comprising a 
main body having a pair of side edges, and the main body having a liquid-permeable topsheet, a 
liquid-impermeable backsheet, a liquid-retentive absorbent member interposed between said 
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topsheet and said backsheet and a pair of fastening tapes provided on respective side edges of 
said main body, 

a pair of longer side portions of said diaper being respectively provided with a pair of leg 
elastic members, 

a waist opening portion and an under- waist portion being present on the first end portion 
of said diaper, with the under-waist portion having said fastening tapes directly attached thereto, 

the under-waist portion being positioned directly below the waist opening portion and 
being provided with a plurality of under-waist elastic members oriented in a width direction of 
the diaper, 

the waist opening portion being provided with a continuous waist elastic member 
separate from the plurality of under-waist elastic members and arranged in an extended state in a 
width direction of the diaper at least along a central extent of said waist portion and extending 
continuously above at least a portion of said under-waist portion elastic members , and th e under 
waist portion b e ing position e d dir e ctly b e low th e waist opening portion and b e ing provid e d with 
a plurality of under waist e lastic m e mb e rs orient e d in a width dir e ction of th e diap e r, which ar e 
s e parat e from th e continuous waist e lastic m e mb e r, and 

a pair of long e r sid e portions of said diap e r b e ing r e sp e ctiv e ly provid e d with a pair of l e g e lastic 
m e mb e rs, 

wherein said under-waist portion extends outwardly from each longer side of the 
absorbent member and said under-waist elastic members are in a stretched state so as to maintain 
contractibility. 
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wherein the continuous waist elastic member and the plurality of under- waist elastic 
members do not touch each other, 

wh e r e in said und e r waist e lastic m e mb e rs ar e fix e dly disposed in at l e ast ar e as e xt e nding 
outwardly from e ach long e r sid e of th e absorb e nt m e mb e r in th e ir str e tch e d stat e so as to 
manif e st contractibility , 

wherein said under-waist elastic members are not disposed in at least a middle portion of 
said under-waist portion where a portion of said absorbent member exists, and said under-waist 
portion has a greater extension stress than said waist opening portion in a width direction of the 
diaper than said waist opening portion, and 

wherein said second end portion contains a second waist opening portion being provided 
with a continuous waist elastic member arranged in an extended state in a width direction of the 
diaper, with no elastic members linearly oriented in a width dir e ction b e ing arrang e d in a width 
dir e ction end to end perpendicular to the longitudinal centerline of said diaper in a portion of the 
diaper extending between said crotch portion and said second waist opening portion of said 
diaper. 

6. (Previously Presented) The disposable diaper according to claim 5, wherein said fastening 
tapes each have a fastening part which mechanically engages with a landing zone. 

7. (Previously Presented) The disposable diaper according to claim 5, wherein said under- 
waist elastic members are fixed between sheets making up said main body. 
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8. (Currently Amended) The disposable diaper according to claim 7, wherein each of 
said pair of leg elastic members are disposed along an inwardly curved line, said under-waist 
elastic members are disposed in an area nearer to a middle of a width direction of said diaper [[,]] 
than respective ends of said pair of leg elastic members located in portions a portion of the diaper 
having said pair of fastening tapes provided on respective side edges of said main body. 
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